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DRS 10–DRS 30 ROTARY SCREW COMPRESSOR

MODEL

DRIVE 
MOTOR SCFM DRIVE 

CONFIG.

MOTOR
MOUNT

TANK 
SIZE

DIMENSIONS 
L × W × H WEIGHT SOUND

CONTROLLER

VOLTAGE 
60 HZ

HP 120 PSI 145 PSI RPM GAL INCHES LBS. DBA SINGLE 
PHASE

THREE 
PHASE

DRS 10 10 N/A 37 DIRECT 3500
BASE N/A 42 × 26 × 30 542

68

CSC300

230

200/230 
/460

AS 80 66 × 26 × 51 840

DRS 15 15 N/A 57 BELT 3450
BASE N/A 41 × 27 × 37 591

69 N/A
AS 120 77 × 27 × 63 1175

DRS 20 20 87 83 BELT 3510
BASE N/A 52 × 28 × 47 1080

67 N/A
AS 120 80 × 28 × 74 1550

DRS 25 25 100 96 BELT 3510
BASE N/A 52 × 28 × 47 1080

68 N/A
AS 120 80 × 28 × 74 1550

DRS 30 30 116 112 BELT 3510
BASE N/A 52 × 28 × 47 1120

69 N/A
AS 120 80 × 28 × 74 1590

NOTES:  Air System includes Air Receiver, Pre-Filter & Refrigerated Air Dryer 
AS = Air System

1

2

3

5

4

1 Refrigerated Air Dryer  
 Prevents moisture entering critical work areas downstream 
improving overall air quality and system efficiency.

2 Dry Tank Air Receiver

  A unique configuration delivering clean, dry compressed air 
to the receiver by treating it first with a 1 micron pre-filter 
and air dryer. This ensures the tank is virtually dry, achieving 
an unprecedented level in the abatement of corrosion and 
maximizing the capacity of the tank for its intended use – to 
store and provide continuously cool, clean and dry air.

3 Smart, Simplified Controls
 Easy to use, intelligent control solutions that manage, monitor 
and maintain optimal operational parameters automatically 
ensuring reliable operation and protecting your investment

4 Rotary Screw Compressor 
 D Series compressors from Champion are ideal for 
demanding environments where dry, clean, continuous-use 
compressed air is required. Its integrated design is centered 
on quiet delivery, durability and efficiency.

5 Variable Speed Drive
 Provides energy savings of up to 25% by eliminating artificial 
air demand. The VFD aligns energy use with air demand by 
adjusting motor speed resulting in an air compressor that is 
extremely economical and energy efficient.

Product specifications and materials are subject to change without notice. Please recycle after use.



DRS40–DRS50 ROTARY SCREW COMPRESSOR

MODEL
DRIVE 

MOTOR
HP

SCFM 
100  
PSI

SCFM 
130  
PSI

SCFM 
145  
PSI

SCFM 
175  
PSI

DRIVE 
CONFIG. MOUNT

DIMENSIONS 
L × W × H
INCHES

WEIGHT 
LBS.

SOUND 
DBA

THREE 
PHASE

VOLTAGE 
60 HZ

DRS40 40 181.7 167.1 158.8 N/A DIRECT Base 63.1 × 36.6 × 67.8 1950 74 230/460

DRS50 50 222.8 217.3 205.6 187.6 DIRECT Base 63.1 × 36.6 × 67.8 1968 74 230/460



DRS75–DRS100 ROTARY SCREW COMPRESSOR

MODEL
DRIVE 

MOTOR
HP

SCFM 
100 PSI

SCFM 
125 PSI

SCFM 
145 PSI

DRIVE 
CONFIG. MOUNT

DIMENSIONS 
L × W × H
INCHES

WEIGHT 
LBS.

SOUND 
DBA CONTROLLER

THREE 
PHASE

VOLTAGE 
60 HZ

DRS75 75 315.1 286.7 263.6 DIRECT BASE 79 × 47 × 79 3420 74 CSC300 460

DRS100 100 445.8 396.3 366.6 DIRECT BASE 79 × 47 × 79 3865 75 CSC300 460
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Product specifications and materials are subject to change without notice.

DRS200 ROTARY SCREW COMPRESSOR

MODEL
DRIVE 

MOTOR
HP

SCFM 
100 PSI

SCFM 
125 PSI

SCFM 
145 PSI

DRIVE 
CONFIG. MOUNT

DIMENSIONS 
L × W × H
INCHES

WEIGHT 
LBS.

SOUND 
DBA CONTROLLER

THREE 
PHASE

VOLTAGE 
60 HZ

DRS200 200 923 894 840 DIRECT BASE 114 × 62 × 79 8330 79 CSC300 460

Innovative Sound Baffling Design 
Further reduces noise levels and minimizes air cooling 
restrictions.  The air end intake is located near the opening to 
improve output & operating temperatures.

Dedicated VSD Air Intake & Exhaust 
Keeps drive components cool for long life.

Comprehensive Cooling Design 
Includes a dual function air after cooler and oil cooler along 
with double cooling fans contributing to the production of 
exceptionally low discharge air temperatures.

Steel Hydraulic Tubing 
Durable, long lasting connections.

1:1 Direct Drive 
Provides maximum transmission efficiency and durability.

Please recycle after use.

Increase Energy Savings  
by Aligning Energy Use  
with Air Demand

The DRS200 Variable Speed Drive:

 ■ Eliminates in-rush current spikes with gradual motor-
speed increase on start up

 ■ Eliminates artificial demand with pressure tracking 
controls ensuring energy use is optimized by 
producing only as much air as is needed at set 
pressure

 ■ Ideal for varying demand by delivering maximum 
operating flexibility with efficient full and part load 
performance

 ■ Ensures safety with its numerous integrated power 
monitoring and fault protection technologies




